








Town of Palm Beach
Planning Zoning and Building

360 S County Rd
Palm Beach, FL 33480

www.townofpalmbeach.com

Line #

1 Property Address:
2 Zoning District:
3 Lot Area (sq. ft.):
4 Lot Width (W) & Depth (D) (ft.):

5 Structure Type:                                                                      
(Single-Family, Multi-Family, Comm., Other)

6 FEMA Flood Zone Designation: 
7 Zero Datum for point of meas. (NAVD)
8 Crown of Road (COR) (NAVD)
9 REQ'D / PERMITTED EXISTING PROPOSED

10 Lot Coverage (Sq Ft and %)

11  Enclosed Square Footage                                          
(1st &  2nd Fl., Basement, Accs. Structure, etc)

12 *Front Yard Setback (Ft.)

13 * Side Yard Setback (1st Story) (Ft.)

14 * Side Yard Setback (2nd Story) (Ft.)

15 *Rear Yard Setback (Ft.)

16 Angle of Vision (Deg.)

17 Building Height (Ft.)

18 Overall Building Height (Ft.)

19 Cubic Content Ratio (CCR) (R-B ONLY)

20 ** Max. Fill Added to Site (Ft.)

21 Finished Floor Elev. (FFE)(NAVD)

22 Base Flood Elevation (BFE)(NAVD)

23 Landscape Open Space (LOS) (Sq Ft and %) 

24 Perimeter LOS (Sq Ft and %)

25 Front Yard LOS (Sq Ft and %)

26 *** Native Plant Species %
* Indicate each yard area with cardinal direction

(N,S,E,W)
** Difference of Fin. Floor Elev. (FFE) and 

highest Crown of Rd (COR) divided by two. (FFE - 
COR) / 2 = Max. Fill (Sec. 134-1600)

*** Provide Native plant species info per 
category as requited by Ord. 003-2023  on 

separate TOPB Landscape Legend 

REV BF 20230626

Enter N/C if value is not changing.

 Zoning Legend

Enter N/A if value is not applicable.

Please refer to TOPB Landscape Legend.

https://library.municode.com/fl/palm_beach/codes/code_of_ordinances?nodeId=PTIICOOR_CH134ZO_ARTVIIISUDIRE_DIV2LOYAARRE_SDIIILOFI_S134-1600MALOFIAL
https://library.municode.com/fl/palm_beach/codes/code_of_ordinances?nodeId=PTIICOOR_CH134ZO_ARTVIIISUDIRE_DIV2LOYAARRE_SDIIILOFI_S134-1600MALOFIAL
https://library.municode.com/fl/palm_beach/codes/code_of_ordinances?nodeId=PTIICOOR_CH134ZO_ARTVIIISUDIRE_DIV2LOYAARRE_SDIIILOFI_S134-1600MALOFIAL
https://library.municode.com/fl/palm_beach/codes/code_of_ordinances?nodeId=PTIICOOR_CH134ZO_ARTVIIISUDIRE_DIV2LOYAARRE_SDIIILOFI_S134-1600MALOFIAL
https://library.municode.com/fl/palm_beach/codes/code_of_ordinances?nodeId=PTIICOOR_CH66NAREPR_ARTIVVE_DIV3PL_S66-285PUIN
https://library.municode.com/fl/palm_beach/codes/code_of_ordinances?nodeId=PTIICOOR_CH66NAREPR_ARTIVVE_DIV3PL_S66-285PUIN
https://library.municode.com/fl/palm_beach/codes/code_of_ordinances?nodeId=PTIICOOR_CH66NAREPR_ARTIVVE_DIV3PL_S66-285PUIN
https://library.municode.com/fl/palm_beach/codes/code_of_ordinances?nodeId=PTIICOOR_CH66NAREPR_ARTIVVE_DIV3PL_S66-285PUIN
https://library.municode.com/fl/palm_beach/codes/code_of_ordinances?nodeId=PTIICOOR_CH66NAREPR_ARTIVVE_DIV3PL_S66-285PUIN
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MARIO F. NIEVERA

State of Florida
Landscape Architect

Registration No.
6666856

625 N.Flagler Drive
Suite 502

West Palm Beach, Florida 33401
P: 561-659-2820
F: 561-659-2113

NIEVERAWILLIAMS.COM

NIEVERA WILLIAMS
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TRUCK LOGISTICS:

MAX. TRUCK LENGTH = 60 FEET

ACCESS SITE VIA FLAGLER MEMORIAL BRIDGE TO NORTH
COUNTY RD/EL PUEBLO WAY.

ESTIMATED NUMBER OF TRIPS FOR LARGE TRUCKS: 10
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Plan Background from Site Plan by
SKA Architect + Planner Received 1/25/24
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ZON-24-040

Legend

STORMWATER RETENTION CALCULATIONS

A. SITE INFORMATION

Total Property Area  = 12,500 sq.ft.

Total Drainage Basin Area  =  2,220 sq.ft.

Drainage Area Impervious Surface  =  1,551 sq.ft.

Drainage Area Pervious Surface  =  669 sq.ft.

B. ESTIMATED STORMWATER RETENTION VOLUME

The retention volume is estimated using the Rational Method (Q=CiA)
where:
C = 1.0 (impervious surface)
C = 0.2 (pervious surface)
i  =  2 in/hr

Impervious Surface Runoff Volume:
1.0  x  2 in/hr  x 1,551 sq.ft. x  1 ft./12 in.  =  259 cu.ft.

Pervious Runoff Volume:
0.2  x  2 in/hr  x 669 sq.ft. x 1 ft./12 in.  =  23 cu.ft.

Total Volume to be Retained  =  282 cu.ft.

C. PROPOSED EXFILTRATION TRENCH SIZING

L = Total Length of Trench Provided = 20 ft
W = Trench Width = 12 ft
K = Hydraulic Conductivity = 0.00005 cfs/sq.ft./ft. of head
H2 = Depth to Water Table = 3.00 ft
DU = Un-Saturated Trench Depth = 2.50 ft
DS = Saturated Trench Depth = 0.50 ft

V = Volume Treated = 476 cu.ft.

Notes:
1) Exfiltration trenches and storm piping to be protected from

roots with a root barrier.
2) Roof drain downspouts are to be connected to the proposed

drainage system.  Contractor to provide engineer with
downspout locations prior to installation of drainage system.

3) Exfiltration trench design uses an assumed value of hydraulic
conductivity.  Client may obtain a site specific test for
hydraulic conductivity prior to exfiltration trench installation.

4) Contractor shall mill and overlay all roadway cuts a minimum
of 50 ft. on either side of the excavation the entire width of
each affected lane.

5) Contractor is responsible for installing and maintaining erosion
control measures during construction.

6) Video inspection of storm drainage system required prior to
installation of sod.
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Scale: 1/8" = 1'-0"
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This item has been electronically signed and sealed by Chad M. Gruber
on the date adjacent to the seal using a SHA authentication code.
Printed copies of this document are not considered signed and sealed and
the SHA authentication code must be verified on any electronic copies.
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LANDSCAPE/DRAINAGE	PLAN	CONFLICT	STATEMENT	
	

	
To:	 Planning	Administrator	
	 Town	of	Palm	Beach	
	
From:	 Chad	M.	Gruber,	P.E.	
	
Re:	 Proposed	Garage	Addition	
	 255	El	Pueblo	Way	
	 Palm	Beach,	FL	
	
Date:	 February	8,	2024	
	
	
I	have	reviewed	the	landscape	plan	prepared	by	SKA	Architect	+	Planner	for	the	referenced	
project	received	2/8/24and	compared	it	with	the	latest	conceptual	drainage	plan	prepared	
by	this	office	dated	2/8/24.		There	do	not	appear	to	be	any	conflicts	between	the	proposed	
landscape	material	and	the	storm	piping	and	exfiltration	trenches.	
	
Please	feel	free	to	contact	me	if	you	have	any	questions.	
	
	
Sincerely,	
	

This	item	has	been	electronically	signed	and	sealed	by	Chad	M.	Gruber	on	
the	date	adjacent	to	the	seal	using	a	SHA	authentication	code.	
Printed	copies	of	this	document	are	not	considered	signed	and	sealed	and	
the	SHA	authentication	code	must	be	verified	on	any	electronic	copies.	

	
	
Chad	M.	Gruber,	P.E.	
Florida	P.E.	No.	57466	
	
	
Cc:	 File	
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	10.27.2022 Mortimer 255 El Pueblo Way a (1) (1).pdf
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	Property Address: 255 El Pueblo Way
	Zoning District: R-B LOW DENSITY RESIDENTIAL
	Lot Area sq ft: 12,500 SQ.FT.
	Lot Width W  Depth D ft: 100.00' x 125.00'
	Structure Type SingleFamily MultiFamily Comm Other: Single-Family Home
	FEMA Flood Zone Designation: Zone AE
	Zero Datum for point of meas NAVD: 7.00' NAVD
	Crown of Road COR NAVD: 3.60'
	Crown of Road COR NAVD9: 
	REQD  PERMITTEDLot Coverage Sq Ft and: 3,750.00 SQ.FT. (30.00%)
	EXISTINGLot Coverage Sq Ft and: 3,081.00 SQ.FT. (24.65%)
	PROPOSEDLot Coverage Sq Ft and: 3,415.00 SQ.FT. (27.32%)
	REQD  PERMITTEDEnclosed Square Footage 1st   2nd Fl Basement Accs Structure etc: 
	EXISTINGEnclosed Square Footage 1st   2nd Fl Basement Accs Structure etc: 3,725.00 SQ.FT.
	PROPOSEDEnclosed Square Footage 1st   2nd Fl Basement Accs Structure etc: 4,059.00 SQ.FT.
	REQD  PERMITTEDFront Yard Setback Ft: 25'(1) - 30'(2) N
	EXISTINGFront Yard Setback Ft: 34.90'
	PROPOSEDFront Yard Setback Ft: 34.90'
	REQD  PERMITTED Side Yard Setback 1st Story Ft: 12.50' (W+E)
	EXISTING Side Yard Setback 1st Story Ft: 5' W - 24.5' E
	PROPOSED Side Yard Setback 1st Story Ft: Same + new 12.5' W
	REQD  PERMITTED Side Yard Setback 2nd Story Ft: 15.00' (W+E)
	EXISTING Side Yard Setback 2nd Story Ft: 28.83' W - 48.16' E
	PROPOSED Side Yard Setback 2nd Story Ft: 28.83' W - 48.16' E
	REQD  PERMITTEDRear Yard Setback Ft: 10'(1) - 15'(2) S
	EXISTINGRear Yard Setback Ft: 11.70'
	PROPOSEDRear Yard Setback Ft: 11.70'
	REQD  PERMITTEDAngle of Vision Deg: 100
	EXISTINGAngle of Vision Deg: 63
	PROPOSEDAngle of Vision Deg: 75
	REQD  PERMITTEDBuilding Height Ft: 14'(1) - 22'(2)
	EXISTINGBuilding Height Ft: 17.33'
	PROPOSEDBuilding Height Ft: 17.33'
	REQD  PERMITTEDOverall Building Height Ft: 22'(1) - 30'(2)
	EXISTINGOverall Building Height Ft: 22.58'
	PROPOSEDOverall Building Height Ft: 22.58'
	REQD  PERMITTEDCubic Content Ratio CCR RB ONLY: 3.975
	EXISTINGCubic Content Ratio CCR RB ONLY: 2.591
	PROPOSEDCubic Content Ratio CCR RB ONLY: 2.926
	REQD  PERMITTED Max Fill Added to Site Ft: xxx
	EXISTING Max Fill Added to Site Ft: NA
	PROPOSED Max Fill Added to Site Ft: NA
	REQD  PERMITTEDFinished Floor Elev FFENAVD: 7.00'
	EXISTINGFinished Floor Elev FFENAVD: 5.80'
	PROPOSEDFinished Floor Elev FFENAVD: 5.80'
	REQD  PERMITTEDBase Flood Elevation BFENAVD: 7.00'
	EXISTINGBase Flood Elevation BFENAVD: 7.00'
	PROPOSEDBase Flood Elevation BFENAVD: 7.00'
	REQD  PERMITTEDLandscape Open Space LOS Sq Ft and: 5,625.00 SQ.FT. (45.0%)
	EXISTINGLandscape Open Space LOS Sq Ft and: 6,296.00 SQ.FT. (50.4%)
	PROPOSEDLandscape Open Space LOS Sq Ft and: 5,837.00 SQ.FT. (46.7%)
	REQD  PERMITTEDPerimeter LOS Sq Ft and: 2,050.00 SQ.FT. (50.0%)
	EXISTINGPerimeter LOS Sq Ft and: 3,139.00 SQ.FT. (76.6%)
	PROPOSEDPerimeter LOS Sq Ft and: 3,139.00 SQ.FT. (76.6%)
	REQD  PERMITTEDFront Yard LOS Sq Ft and: 1,000.00 SQ.FT. (40.0%)
	EXISTINGFront Yard LOS Sq Ft and: 1,300.00 SQ.FT. (53.0%)
	PROPOSEDFront Yard LOS Sq Ft and: 1,300.00 SQ.FT. (53.0%)


